GENERAL CONTROL NOTES

CONTROL DIAGRAMS ARE SCHEMATIC IN
NATURE AND DO NOT SHOW ALL REQUIRED
CONTROL DEVICES AND COMPONENTS.

ALL WIRING, CONTROL COMPONENTS,
DEVICES AND PROGRAMMING SHOWN ON
THESE CONTROL DRAWINGS SHALL BE
PROVIDED BY THE MECHANICAL
CONTRACTOR UNLESS SPECIFICALLY NOTED

OTHERWISE.
. ALL ACTUATORS SHALL BE OF THE
FAN SCHEDULE ELECTRICAL TYPE FOR THIS PROJECT (NO
AREA SYSTEM FAN MOTOR ELECTRICAL PNEUMATIC ACTUATORS ALLOWED).
AIR FLOW TSP
MARK | LOCATION AgggR AND/OR ARRANGEMENT, FAN NOMINAL POWER SPEED S%%TJTEF:\I%LE REMARKS ALL CONTROL COMPONENTS SUCH AS
SERVICE TYPE ROTATION, AND DRIVE | MAX PHASE | VOLT | RPM | J\oos " RELAYS. SWITCHES. ETC. SHALL BE
SERVED CFM | [Us] = IN [P DISCHARGE RPM | BHP | HP | [kW] ’ ’ ‘
MOUNTED IN STEEL ENCLOSURES WITH
3003-EF-1 VHCL BLDG Ralime 3003-1H-1 350 [170] | 05 [130] CENTRIFUGAL DOWNBLAST DIRECT | 1,199 006 | 025 [ ] 1 120 1725 | SOLID STATE Exﬁéggf"' STEEL MOUNTING BACKPLATES.
3003-EF-2 VHCL BLDG ROUTING 3003-H-2 1600 [760] 05 [130] CENTRIFUGAL DOWNBLAST DIRECT | 1530 033 | 075 [1] 1 120 1725 | SOLID STATE . MECHANICAL CONTRACTOR SHALL PROVIDE
MANT ALL WIRING, CONDUIT, TRANSFORMERS,
3003-EF-3 | VHCL BLDG ROUTNG | 4003H-3 | 2000 | [1400] @ 05 | [130] | CENTRIFUGAL DOWNBLAST DRECT | 1725 | 105 | 150 | [A1] 3 208 | 1725 | SOLID STATE FUSING AND ALL OTHER ELECTRICAL
MAINT COMPONENTS REQUIRED FOR COMPLETE
INSTALLATION.
NOTE . ALL CONTROL WIRING SHALL BE INSTALLED
ALL SELECTIONS ARE BASED ON AN ALTITUDE OF 1500 FT. IN CONDUIT.
INTAKE HOOD EXHAUST FAN
INTAKE/EXHAUST HOOD SCHEDULE (3003-IH-2 OR 3003—IH-3) (3003-EF—2 OR 3003—EF—3)
SYSTEM THROAT SIZE AIR FLOW APD S E A E—
MARK LOCATION AND/OR TYPE APPLICATION DAMPER TYPE REMARKS )_/ ;\ /_\ \\_& 7 gﬁi
SERVICE
IN [mm] CFM [Us] IN [Pa] MOTORIZED DAMPER MOTORIZED DAMPER
SPUN PROVIDED WITH HOOD PROVIDED WITH FAN
3003-H-1 STORAGE 3003-EF-1 ALUMINUM | OUTSDEARINTAKE | 8'9 [200] 350 [170] | 0.5 [38] ELECTRIC EXPLOSION PROOF
3003-H-2 STORAGE 3003-EF-2 ALSWJ‘JUM OUTSIDE ARINTAKE | 18 [450] 1600 | [760] | 0.15 [38] ELECTRIC i
\J A
3003-H-3 STORAGE 3003-EF-2 ALS;lIJr\TUM OUTSIDE AR INTAKE | 30°@ [750] 2900 | [1400] | 008 | [20] ELECTRIC gvAvlfrlb#TgYEMgR
@ NTS
SEQUENCE OF OPERATION
GENERAL:
THE EXHAUST FAN, AND MOTOR OPERATED DAMPERS SHALL BE OPERATED
BY A WALL MOUNTED TIMER SWITCH.
OPERATION:
EXHAUST FAN MOTOR SHALL ENERGIZE AND DAMPERS LOCATED AT INTAKE
HOOD AND FAN INLET SHALL FULLY OPEN WHEN TIMER SWITCH IS TURNED
ON. FAN MOTOR SHALL DE—ENERGIZE AND DAMPERS LOCATED AT INTAKE
EXHAUST FAN LOUVER AND FAN INLET SHALL FULLY CLOSE WHEN TIMER STOPS
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BACKDRAFT DAMPER.

1" ELASTOMERIC FOAM.

FASTEN SECURELY TO
BOTTOM OF DRIP PAN. SEQUENCE OF OPERATION
GENERAL:

2 N | THE EXHAUST FAN, AND MOTOR OPERATED DAMPERS SHALL BE OPERATED
BY A LOCKABLE WALL MOUNTED SWITCH. ROOM SHALL BE FULLY
EXHAUSTED 24/7.

18 GA. SHEET METAL
SUPPORT STRAPS. (TYP.4)

WIRE MESH BIRDSCREEN FASTENED
SECURELY TO OPEN ENDED DUCT. 18 GA. SHEET METAL DRIP PAN. OPERATION:

TURN UP AT ENDS.
e EXHAUST FAN MOTOR SHALL ENERGIZE AND DAMPERS LOCATED AT
INTAKE HOOD AND FAN INLET SHALL FULLY OPEN WHEN SWITCH IS

ROOF MOUNTED FAN/'-Dw DETAL TURNED ON. FAN MOTOR SHALL DE—ENERGIZE AND DAMPERS LOCATED
1 AT INTAKE LOUVER AND FAN INLET SHALL FULLY CLOSE WHEN SWTCH
NTS

IS TURNED OFF.

e THE SWITCH SHALL BE OF THE LOCKABLE TYPE, SO EXHAUST FAN
CANNOT BE TURNED OFF ON ACCIDENT.
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